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BUILDERS OF LEISURE, FISHING & COMMERCIAL CRAFT

A range of versatile, outboard powered day boats frorn 13° up to 19°. All models
come with the option of either fixed GIRP cuddies or as an open boat with
optional folding spray dodger. As standard our traditional models are tiller
steered. Nurnerous accessories including a remote steering console and
various seating rmodules, making each boat easily adaptable to rmeet your

requirernents. Perfect for sirnply pottering around the harbour or rmore serious
fishing.
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e Safe and seaworthy

e Tough high strength, low
weight construction

e Up to 20 knot perforrmance

e [Easy to launch, recover and tow

wlal=la Ll

Optional forward seating position with added Large cuddy windows with good visablity at low speeds
protection from the elements and underway




TRADITIONAL

The Orkney Coastliner is a perfect choice for those looking for a proper little

sea boat that is light enough to launch, recover easily and fits in a garage. Standard boat is built in hand laminated GRP. Built in buoyancy

The relatively high freeboard and wide bearn gives a deep secure cockpit Is incorporated and the hull and deck are wet bonded. The

and plenty of stability. Tough and rigid construction is achieved by utilising anchor well is forward with stowage under. A moulded forward U

the buoyancy chambers as part of the structure. The resulting low weight shaped seat, centre thwart and aft thwart with fuel tank storage

enables the Orkney Coastliner to plane with as little as 1Shp. Whether it be undermneath is standard. Inner and outer transom plates with alloy

serfous fishing or family pleasure trips, the Coastliner is the clear choice of 14 capping. A tough all round PVC fender is fitted with stainless

foot tenders. steel end caps. Hardware includes anodised alloy mooring cleats
and bow roller, galvanized rowlocks, stainless steel winch eye and
keel band.

LOA 14°4” 4.37m

Beamn 58" 1.73m

Hull Weight 440 Ibs 200 kg

Max HP Maximum 20 hp - Long shaft
Tiller steer model maximum
15 hp long shaft

Design Speed Max design speed 22 knots
Optimum design speed 14 knots

Perforrmance Indicator 6 hp 8.5 knots
1S hp 14 knots
20 hp 22 knots

Plan with optional cuddy
Standard layout (Tiller steer version)

Light eno[lgh to launch and recover and fits in a ga'rage Easy access to Bow and anchor locker via opening cuddy Standard d& thwart over integral buoyancy tanks |



O/SUYS 4 LONGLINER I6 “The smart blue hull, which won adrmiring glances

from all kinds of boaters, was forgiving in close
quarters situations and at planing speeds in
choppy cenditions. We knew we were aboard a
redl little ship.”

e EXxcellent performance Rob Peake, Editor - Motor Boats Monthly Magazine

4

.

with small outboard

e [Long keel for '
comfortable drifting

e Fconornical to run

-

e FEasytolaunch &
recover

e E3sy towing behind small
farnily car on un-braked
trailer

e Tiller steered
e \/arious different layout

configurations are available on
this model

wlal=le




The Longliner 2 design is a true classic, equally popular with those
looking for a farnily harbour launch as it is with those looking for a
desirable and robust fishing boat.

The Longliner 2 is the first choice for keen fisherman who appreciate
the great sea keeping characteristics and long keel, enabling
comfortable drifting and for it to lie well at anchor. Yet it still remains
rernarkably easy to beach, launch and retrieve singlehandedly.

The Longliner 2 cornes with both canopy and cuddy options with the
added benefit of optional seating configurations tailored to your exact
requirernents.

X

Moulded aft thwart with integral buoyancy under

and space
k

LOA 160" 4.88m

Beam 607 1.83m

Hull Weight 600 Ibs 270 kg

Max HP Maximum 25 hp - Long shaft
Tiller steer model available maximum
15 hp Long shaft

Design Speed Max design speed 22 knots
Optimum design speed 14 knots

Performance Indicator 6 hp 8.5 knots
1S hp 14 knots
25 hp 22 knots

TRADITIONAL

Standard boat is built in hand laminated GRP, the hull incorporating woven
reinforcernent areas and is stiffened below the waterline by a bonded in
GRP backbone. Built in buoyancy is incorporated and the hull and deck are
bonded resulting in a high strength to weight ratio structure.

An anchor well is forward with stowage under. A moulded aft thwart with
fuel tank storage underneath is standard. Inner and outer transormn plates
with alloy capping. A tough all round PVC fender is fitted with stainless
steel end caps.

Hardware includes stainless steel mooring cleats and bow roller, stainless
steel winch eye and keel band

Plan showing optional components inc. seating and steering
Various different layout configurations are available on this model.
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e [E3sily adaptable layout

e Spacious open plan
self-draining cockpit as standard

e 28" interior freeboard makes
g safe and secure cockpit

e 26 knot performance

e Economical to run

e Tiller and rernote steer options

e (Centre or side mounted
console options available



Optional cuddy offers protection with clear vision

The Fastliner 19 is an ideal harbour launch for the famnily, meanwhile equally as comnfortable
running offshore in more challenging conditions. An easily driven hull ensures excellent
performance and economy with modest sized outboard engines, adopting the same
longstanding principles that Orkney have becorne renowned for over the years, namely a
robust, seaworthy design with uncormpromised sea keeping ability.

Like her smaller sister the Longliner 16, this model is easily custornisable with a wide choice of
different seating configurations tailored to meet your exact requirements, and available with
either a fixed GRP cuddy for ultimate protection frorn the elernents or an easily foldable spray
dodger for more occasional use and protection from the occasional shower or when running
offshore.

This model comes with the choice of either a centre console and seat box for a commanding
helmn position and good all round access alternatively a more conventional side mounted
steering console can be fitted to maximnise space and accessibility around the cockpit.

Seating options for comfortable seation position & storage

TRADITIONAL

Standard boat in hand laid larninated GIRP. Isophthalic
resin is used in the hull which is stiffened below the
waterline with a GRP girder system. The main under
floor areas are foam filled and the hull and deck are
bonded resulting in a high strength to weight ratio
structure. The cockpit is self-draining with a 28” interior
freeboard. Built in buoyancy is incorporated beneath
forward and aft seating. An anchor well is forward with
storage under and a moulded aft thwart with fuel tank
and battery storage underneath is standard. Deck
hardware includes bow and stern mooring cleats, bow
roller and a stainless steel winch eye. A heavy duty

all round PVC fender is fitted with stainless steel end
caps. Fitted manual bilge purnp & access inspection
hatch to bilge.

LOA 19°'5” 592m
Beamn 7’5" 2.26m
Max HP Maximurm 80 hp Long shaft outboard
50hp Tiller steer version
Displacernent 670kgs 1500Ibs
Design Speed Max design speed 26 knots
Optimum design speed 18 knots
Perforrmance Indicator 30 hp 12 knots
60 hp 23 knots
80 hp 26 knots

Fastliner 19 standard layout with optional cuddy



SERIES 452

e Tough and seaworthy design
e Egsyto tow and launch

e Self draining cockpit
(when underway)

e GIRP side mounted console
fitted with push pull wheel

steering

e 26" interior freeboard makes a
safe and secure cockpit

e 23 knot perforrnance

"It Is obvious that a huge amount of
consideration had been given to the needs
of the serious Sea Angler when the boat
was designed.”

Dave Lewis, 452 Boat test report - Sea Angler Miagazine



Whilst compact and light enough to be towed behind a farnily car on an unbraked
trailer in light trim*, the 452 is no lightweight when it cornes to seakeeping. The
Nelson influenced hull design gives sure footed handling in testing conditions.

Pronounced V in the flared forward sections ensures a soft ride and plenty of

bearn aft cornbined with moderate V/ make for stability under way and at rest. The
monocoque deck is bonded to the hull and backbone resulting in a rigid high strength
to weight structure.

There is a solid and practical steering console with stowage within and plenty of
space for electronics. The aft seats provide stowage for two fuel tanks and between
themn there is a neat serni concealed plinth for the battery. Launching and recovery is
simple and hassle free, made even easier with the optional Orkney multi roller trailer.

Safe and secure cockpit

LOA 140" 4.52m
Bean 607 1.83m

Hull Weight 805 Ibs 365 kg
Max HP Maximum 30 hp Long shaft

Design Speed Max design speed 23 knots

Optimum design speed 16 knots =
Perforrmance Indicator 1S hp 10 knots

20 hp 18 knots

30 hp 23 knots

SERIESII

CONSTRUCTION

Standard boat in hand laid larninated GIRP, the hull
incorporating woven reinforcement areas and is stiffened
below the waterline with a GRP girder systern. The main
under floor areas are foamn filled and the cockpit is self-
draining (when underway) with a 26” interior freeboard.
Stowage under the console and seat boxes. Aft seats
boxes with fuel tank stowage under hinged lids. Part lidded
battery stowage. Stainless steel winch eye and sternhead
roller, mooring cleat and stern cleats. Tough all round
PVC fender strip with stainless steel end caps. GRP side
mounted console fitted with push pull wheel steering.




SERIES 5272

e Tough and seaworthy
design

e Self draining cockpit

e FEasytotow and easy to
launch

e GRP side mounted
console fitted with no
feedback push
pull wheel steering

o 26” interior freeboard
makes a safe and

secure cockpit

e 26 knot perforrnance
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The 522 is the perfect choice for those seeking a boat that is tough, safe and
versatile. The easily driven hull lines ensure good perforrmance and excellent
economy with modest sized outboards, whilst the deep forefoot and modified
V sections give a dry and comnfortable ride in a seaway.

The deep self draining cockpit and stable hull form inspire confidence when cruising
offshore as do the solid sensibly sized deck fittings and moulded in non slip
surfaces. Other features include no feedback steering, underfloor vented fuel locker
with a gas strutted lid, battery stowage with hinged lid and inset coamings combined
with 26” interior freeboard plus plenty of uncluttered cockpit space.

Overall dimensions are compact enough to make the 522 simple to park on the drive
or in the garden. With the optional Orkney multi roller trailer, launching and recovery
is a simple single handed operation. With speeds of up to 26 knots and superb sea
keeping characteristics the 522 is hard to beat.

Optional aft quarter seats andhrél}s

LOA 7 5.2m
Bean 67" 2m
Hull Weight 1200 Ibs 545 kg
Max HP Maximum 60 hp Long shaft
Design Speed Max design speed 26 knots
Optimum design speed 17 knots
Performance Indicator 20 hp 1 knots
40 hp 20 knots
60 hp 26 knots

SERIESII

Standard boat in hand laid larninated GIRP. Vinylester resin
is used in the hull which is stiffened below the waterline
with a GRP girder systemn. The main under floor areas are
foam filled and the cockpit is self-draining with a 26 interior
freeboard. Stowage under the console and seat boxes.
Under deck vented fuel tank locker and separate battery
locker. Stainless steel winch eye and sternhead roller,
mooring cleat and stern cleats. Tough all round PVC fender
strip with stainless steel end caps. Fitted manual bilge
pump. GRP side mounted console fitted with no feedback
push pull wheel steering.

V A NG U A }t? D 522 VANGUARD PACKAGE AVAILABLE, PLEASE SEE OPTIONS OVERLEAF.
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SERIES 592

e (Combines big boat sea .
keeping with cornfort '

e Spacious, self draining
cockpit with plenty of
stowage space

e GRP side mounted
console fitted with no
feedback push pull
steering

e 28" interior freeboard
makes a safe and

secure cockpit

e 27 knot performance




Big and powerful, the 592 is designed to run offshore in comfort. The Nelson
heritage becomnes apparent in the way the hull handles rough water with ease whilst
the 27" interior freeboard and self draining cockpit add to the feeling of safety and
security.

There is the option of a folding dodger or GRP cuddy to keep the elernents at bay.
The purposeful steering console fitted with no feedback steering has plenty of space
for electronics and useful stowage underneath. Elsewhere there is an abundance of
locker space. Comnbining 27 knot performance, superb sea keeping and handling with
stability both at rest and when underway the 592 is a market leader for this sized hull.

SERIESII

Standard boat in hand laid larninated GIRP. Vinylester resin
is used in the hull which is stiffened below the waterline
with a GRP girder systemn. The main under floor areas are
foam filled and the cockpit is self-draining with a 28~ interior
freeboard. Stowage under forward seats, console and seat
boxes. Under deck vented fuel locker and separate battery
locker. Stainless steel winch eye and sternhead roller,
mooring cleat and stern cleats. Tough all round PVC fender
with stainless steel end caps. Fitted manual bilge purmp.
GRP side mounted console fitted with no feedback push
pull steering wheel steering.

Optional reversible helm & co pilot seats Ample storage space within seat boxes and console Large, safe and secure self draining cockpit showing

optional G/?E_._cuddy

[

LOA 1957 5.92m
Beamn 7'5” 2.26m
Hull Weight 1650 Ibs 750 kg
Max HP Maxirmum 100 hp Long shaft outboard
Design Speed Max design speed 27 knots

Optimurm design speed 18 knots
Performance Indicator 30 hp 12 knots

60 hp 20 knots

100 hp 27 knots

V A NGU A R D 5 g 2 VANGUARD PACKAGE AVAILABLE, PLEASE SEE OPTIONS OVERLEAF.




"the high

Valiant Dark Navy Blue Hull colour

Stainless steel lockable catches to all lockers
and catches

GIRRP helmsman and co-pilot seating
incorporating with reversible upholstered
stainless steel backrest/bolster &

seat bases

Removable cushion upholstery to
bowseating

pecii lcat/on of fittings and equ1pment

Rernovable aft corner seating with cushions
Lockable dry moulded storage under port
and starboard bow seating - 592 only

Bespoke Vanguard GRP moulded console
with acrylic windshield

Classic and stylish stainless steel spoked
wheel and bespoke console

Arthur Mursell =TT Boat Designs
.

Access door with lockable stainless steel
catch, stainless steel grab handle

Flush mounted cubby hole in face of console
Bespoke dash panel with integrated 8

gang tripped illurninated switch systern

with provision for optional analogue engine
instrurments including trim gauge, voltmeter,
hour meter and tachormeter

Compass






TRADITIONAL

Length

Beamn

Displacemnent (note 1)

Self Draining Cockpit (note 2)

Foam Buoyancy

Payload (note 3)
Max Persons
Max Load

EU RCD Category
UK RCR Category

Perforrmance Indicator (note 4)

Engine Type (note 5)
Outboard Shaft Type

Recommended hp Range

Max Engine hp (note 6)
Optimum Design Speed (note 7)
Max Design Speed (note 8)

Fuel Capacity (note 9)

1a4” 437
58 173
440Ibs 200kg
n
s
4
365kg
CatC
CatC

10hp 8.5kts
15hp 17kts
20hp 22kts
SO
Long shaft
15hp 20hp
IShp tiller 20hp
ldkts
22kts
25ltrs

16’ 4.88m
607 1.83m
600Ibs 270kg
n
s
5
442kg
GCatC
CatC
6hp 8.5 kts
15hp 14dkts
20-25hp 17-22kts
SO
Long shaft
15hp 20hp
IShp tiller 25hp
1dkts
22kts
25ltrs

19°5” 592m
7’5" 2.26m
1500Ibs 670kg
s
7
720kg
CatC
CatC
30hp 12kts
60hp 23kts
80hp 26kts
SO
Long shaft
50hp 80hp
50hp tiller 80hp
18kts
26kts
2 x 25ltrs

Please Note: All Weights, Measurernents and Perforrnance indicators are approximate. Dirnensions and weights do not include engines or accessories, except where
otherwise indicated. Drawings and illustrations are not to scale and they may show boats fitted with optional equipment. For specifications and full details of accessories,

please see our current price list.



Length

Bean

Displacernent (note 1)

Self Draining Cockpit (note 2)

Foam Buoyancy

Payload

Max Persons

Max Load (note 3)
EU RCD (note 4)
UK RCR (note 4)

Perforrmance Indicator (note 5)

Engine Type (note 6)

Outboard Shaft Type
Recormmended hp Range

Max Engine hp (note 7)
Optirmurm Design Speed (note 8)
Max Design Speed (note 9)

Fuel Capacity (note 10)

NOTE I - Dry weight of basic boat only,
excluding engine

NOTE 2 - Self draining models will self
drain with light loads providing correct
fore & aft trim is maintained.

NOTE 3 - Max payload is combined
weight of persons, fuel and gear not
including outboard engine weight.

140" 452m 7 5.20m
60" 1.83m 67" 2.00m
805Ibs 365kg 1200Ibs 545kg
when underway y
s
5 6
424kg 575kg
CatC CatC
CatC CatC
1Shp 10kts 20hp likts
20hp 18kts 40hp 20kts
30hp 23kts 60hp 26kts
SO SO
Long shaft Long shaft
20hp 30hp 40hp 50hp
30hp 60hp
16kts 17kts
23kts 26kts
Ix25ltrs 2x25ltrs

NOTE 4 - RCD = Recreational Craft
Directive (EU-CE)
RCR = Recreational Craft Regulations
(RCR) 2017 (Sl 737) as amended

NOTE 5 - perforrmance indicator based
on one crew plus gear but otherwise
light displacernent and loading

NOTE 6 - Single Outboard = SO
Single Stern Drive = SZ
Twin Stern Drive = TZ.

NOTE 7 - Tiller steer versions of
perforrmance models have reduced
horse power ratings (consult your
dealer or owners handbook)

NOTE 8 - Optirnum speed is the likely
comfortable speed in average trim and
light to moderate sea conditions.

SERIESII

19°5” 5.92m
7’5" 2.26m
1650Ibs 750kg
7

725kg

CatC

CatC
30hp 12kts
60hp 20kts
100hp 27kts

SO
Long shaft

60hp 80hp

100hp

18kts

27kts

2x25ltrs

NOTE 9 - Maximum speed in smooth
water with light load. Boats should not
be driven above the maximum design
speed particularly in rough conditions.
Difficult sea states may require speed
to be reduced further.

NOTE 10 - Fuel capacities are indicative
only and may not be reflected by the
standard specification. Capacity is
calculated by size of dedicated fuel
stowage compartments.
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KEY FEATURES

STABLE FISHING
PLATFORM

ECONOMICAL

EASY TO TOW
EASY TO LAUNCH

SAFETY AT SEA

WATER SPORTS

FAMILY &
CRUISING
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Orkney Boats Limited Ford Lane Business Park, Ford, Arundel, West Sussex BNI8 0UZ
T: +44 (0)i243 551456  E: info@orkneyboats.co.uk  www.orkneyboats.com





